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>From ???@??? Tue Dec 18 10:36:23 2007 -0600
Date: Tue, 18 Dec 2007 16:35:17 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 4123
Message-Id: <20071218163518.A4534318121@srvr1.theporch.com>

			    BOATANCHORS Digest 4123

Topics covered in this issue include:

  1) Schematic needed - 1930's Chisholm Industries Limited Model PAC transmitter/receiver
	by Jim Allen <imaham@sbcglobal.net>
  2) Need jack bar for BC-610 coils
	by "Tom Bridgers" <Tarheel6@msn.com>
  3) Re: Schematic needed - Chisholm Model PAC
	by "Jim Isbell, W5JAI" <jim.isbell@gmail.com>
  4) Schematic needed - Haristahl Labs NE-2 2 meter transmitter
	by "Jim Isbell, W5JAI" <jim.isbell@gmail.com>
  5) [FWD: News Article - The Transistor Turns 60
	by Jerry Proc <jerry7proc@yahoo.com>
  6) Thread locking question
	by John Poulton <jp@cs.unc.edu>
  7) Re: Thread locking question
	by WA5CAB@cs.com
  8) Re: Thread locking question
	by W7QHO@aol.com
  9) RE: Thread locking question
	by "Bill Hawkins" <bill@iaxs.net>
 10) Re: Thread locking question
	by W7QHO@aol.com
 11) Re: Thread locking question
	by "Arnulf P. Hagen" <aphagen@fullnet.net>
 12) Re: News Article - The Transistor Turns 60
	by "Brian A Clarke" <brianclarke01@optusnet.com.au>
 13) Re: Thread locking question
	by "Arden Allen" <gumbear@pacbell.net>
 14) Re: Thread locking question
	by WA5CAB@cs.com
 15) Re: Thread locking question
	by WA5CAB@cs.com
 16) Feet
	by john <johnmb@nc.rr.com>
 17) Re: Transistor Turns 60
	by Ralph Parker <rparker@dccnet.com>
 18) Re: Transistor Turns 60
	by "Chuck Grandgent" <chuck@chuckg.com>
 19) WFT Obtains Transmitter
	by Richard Dillman <ddillman@igc.org>
 20) Historic Note re the Transistor turns 60
	by "ChasW3KC" <w3kc@verizon.net>
 21) Transistor (wash my mouth out!) anniversary
	by John Sehring <wb0eq@yahoo.com>

----------------------------------------------------------------------
Date: Sun, 16 Dec 2007 15:00:27 -0800 (PST)
From: Jim Allen <imaham@sbcglobal.net>
Subject: Schematic needed - 1930's Chisholm Industries Limited Model PAC transmitter/receiver
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="0-1327788977-1197846027=:95370"
Message-ID: <73614.95370.qm@web82611.mail.mud.yahoo.com>

--0-1327788977-1197846027=:95370
Content-Type: text/plain; charset=us-ascii

Hello,
 
I'm in need of a schematic and any other information I can get on a Chisholm Industries Limited Model PAC.  It's a small AM transmitter and receiver in a metal cabinet.  It was used by the Forest Service  in Canada in the late 30's I think.  Single frequency transmitter in the 75-80 meter range with a matching receiver that tunes from 3.5 to about 4.1 Mc.
 
Thanks,
 
Jim
 
NU6AM
--0-1327788977-1197846027=:95370
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--0-1327788977-1197846027=:95370--

------------------------------
Message-ID: <BAY111-DAV770246063B39E2971E84290610@phx.gbl>
From: "Tom Bridgers" <Tarheel6@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need jack bar for BC-610 coils
Date: Sun, 16 Dec 2007 18:38:47 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

Am assembling some gear for the 5763/813 project that I believe Ian Wilson 
built and wrote a lot about on this list last year.  I have a lot of the 
parts.  But one thing I don't have is a jack bar into which I could plug the 
80 meter BC-610 RF coil that I have.  So I thought I'd ask if anyone has 
such a fixture that they'd be willing to sell?
Many thanks,
-Tom  KE4RHH

------------------------------
Message-ID: <b0295dbe0712161657u7f555f0es332ad296520f80e6@mail.gmail.com>
Date: Sun, 16 Dec 2007 18:57:58 -0600
From: "Jim Isbell, W5JAI" <jim.isbell@gmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Schematic needed - Chisholm Model PAC
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

Need Schematic for Haristahl Labs NE-2, 2 meter AM transmitter.
-- 
Jim Isbell
"If you are not living on the edge, well then,
you are just taking up too much space."

------------------------------
Message-ID: <b0295dbe0712161701h2eacd858o30894efad4ca72b0@mail.gmail.com>
Date: Sun, 16 Dec 2007 19:01:34 -0600
From: "Jim Isbell, W5JAI" <jim.isbell@gmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Schematic needed - Haristahl Labs NE-2 2 meter transmitter
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

OOOPs, I forgot to change the subject line.  Lets try this again.

I need a schematic for a Haristahl Labs NE-2, 2 meter AM transmitter.

-- 
Jim Isbell
"If you are not living on the edge, well then,
you are just taking up too much space."

------------------------------
Date: Mon, 17 Dec 2007 10:44:29 -0500 (EST)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: [FWD: News Article - The Transistor Turns 60
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit
Message-ID: <932477.28714.qm@web90613.mail.mud.yahoo.com>

[Beginning of forwarded content]

Hello Everyone,

 The transistor is 60 years old today! Below is an
article from Forbes magazine that describes the early
development of the transistor. If you are interested
in seeing what early transistors looked like, check
out the following website. It has a lot of excellent
photos of early experimental and production
transistors.

http://users.arczip.com/rmcgarra2/index.html

Fortunately, transistors have been more useful than
were forecast in the Oct 1948 issue of QST, which
stated "It doesn't appear that there will be much 
use made of Transistors in amateur work, unless it is
in portable and/or compact audio amplifiers. The noise
figure is said to be poor, compared to that obtainable
with vacuum tubes, and this fact may limit the
usefulness in some amateur applications. These clever
little devices are well worth keeping an eye on."

 73
 Al
 VO1NO / VE3


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Looking for a X-Mas gift?  Everybody needs a Flickr Pro Account.

 

http://www.flickr.com/gift/

------------------------------
Date: Mon, 17 Dec 2007 11:23:41 -0500 (EST)
From: John Poulton <jp@cs.unc.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Thread locking question
Message-ID: <Pine.LNX.4.64.0712171119160.10884@swan5.cs.unc.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII; format=flowed

I'm pretty sure this has been addressed before, but:

What is the red stuff that various manufacturers use to secure
threads? Collins, TMC, and various other manufacturers routinely 
locked slugs, trimmers, and other adjustements, as well as locking 
mechanical hardware with this stuff, whatever it is...

Is this "glyptol"?  Can one still obtain the magic red gunk, or
is there a modern subsitute?  Maybe one of the Loctite products?

Thanks!!

73, John K4OZY

-- 

------------------------------
From: WA5CAB@cs.com
Message-ID: <cf1.2486fb50.34980352@cs.com>
Date: Mon, 17 Dec 2007 11:52:34 EST
Subject: Re: Thread locking question
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_cf1.2486fb50.34980352_boundary"


--part1_cf1.2486fb50.34980352_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

John,

If you are talking about the material applied to screw heads after 
installation, it was called glyptal I think, although I'm not 100% certain about the 
spelling.  Bill Gates doesn't know how to spell it, either :-).  It also came in 
green and black.  I'm pretty sure that GC (General Cement, now GC Electronics) 
once made it but I didn't find it in their catalog pages in the current 
Allied catalog.  

I use red fingernail polish.  Although you might be surprised at how 
difficult it is to find "plain" red.  I have also found black but only around 
Halloween.  And I guess no one ever wants green fingernails.  Never found anything 
close to actuall green.  However, the fingernail polish seems to work OK.  I use 
it for example when I service dynamotor bearings (to secure the bearing cap 
screws).

Loctite makes mostly materials that are applied before assembly (well they do 
have some that are supposed to be "wicking").  Normally (properly applied and 
cleaned up), it isn't visible after assembly.  If you were to paint a screw 
head with any of it, it would never harden.  The one thing you for sure don't 
want to do is to use red Loctite (AKA Stud Lock) on anything in a radio.  
Unless you want to make sure it can never be taken apart again.  However, the lower 
shear strength materials would work as well or possibly better than glyptal.  
Just wouldn't look original.

In a message dated 12/17/2007 10:24:43 AM Central Standard Time, 
jp@cs.unc.edu writes: 
> I'm pretty sure this has been addressed before, but:
> 
> What is the red stuff that various manufacturers use to secure
> threads? Collins, TMC, and various other manufacturers routinely 
> locked slugs, trimmers, and other adjustements, as well as locking 
> mechanical hardware with this stuff, whatever it is...
> 
> Is this "glyptol"?  Can one still obtain the magic red gunk, or
> is there a modern subsitute?  Maybe one of the Loctite products?

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)
   

--part1_cf1.2486fb50.34980352_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_cf1.2486fb50.34980352_boundary--

------------------------------
From: W7QHO@aol.com
Message-ID: <c28.25572ef1.349809fc@aol.com>
Date: Mon, 17 Dec 2007 12:21:00 EST
Subject: Re: Thread locking question
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_c28.25572ef1.349809fc_boundary"


--part1_c28.25572ef1.349809fc_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

If I remember corretly Glyptal was originally a GE product.   Blue gunk found 
on a lot of WW2 screw threads.

Dennis D. W7QHO
Glendale, CA



**************************************
See AOL's top rated recipes 
(http://food.aol.com/top-rated-recipes?NCID=aoltop00030000000004)

--part1_c28.25572ef1.349809fc_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_c28.25572ef1.349809fc_boundary--

------------------------------
From: "Bill Hawkins" <bill@iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Thread locking question
Date: Mon, 17 Dec 2007 14:29:50 -0600
Message-ID: <001001c840eb$930d6540$021ba8c0@cyrus>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="us-ascii"
Content-Transfer-Encoding: 7bit

IIRC, Glyptal only came in red and is used as a high voltage insulator.
See http://www.caswellplating.com/aids/glyptal.html

The multicolored stuff is Loctite. The colors indicate different degrees
of holding power. See
http://www.newark.com/00Z783/tools-production-supplies/product.us0?sku=L
OCTITE-24221

Bill Hawkins


-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com] On Behalf Of W7QHO@aol.com
Sent: Monday, December 17, 2007 11:21 AM
To: Old Tube Radios
Subject: Re: Thread locking question

If I remember corretly Glyptal was originally a GE product.   Blue gunk
found 
on a lot of WW2 screw threads.

Dennis D. W7QHO
Glendale, CA



**************************************
See AOL's top rated recipes
(http://food.aol.com/top-rated-recipes?NCID=aoltop00030000000004)

------------------------------
From: W7QHO@aol.com
Message-ID: <c27.26fad801.34983eca@aol.com>
Date: Mon, 17 Dec 2007 16:06:18 EST
Subject: Re: Thread locking question
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_c27.26fad801.34983eca_boundary"


--part1_c27.26fad801.34983eca_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit


In a message dated 12/17/07 12:30:26 PM, bill@iaxs.net writes:


> IIRC, Glyptal only came in red and is used as a high voltage insulator.
> See http://www.caswellplating.com/aids/glyptal.html
> 

Maybe now, not back then (WW2 era).

Dennis D. W7QHO
Glendale, CA



**************************************
See AOL's top rated recipes 
(http://food.aol.com/top-rated-recipes?NCID=aoltop00030000000004)

--part1_c27.26fad801.34983eca_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_c27.26fad801.34983eca_boundary--

------------------------------
Message-ID: <aphagen$216.226.4.223$.003201c840f8$754c4960$1c7bfea9@ARNI1>
From: "Arnulf P. Hagen" <aphagen@fullnet.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Thread locking question
Date: Mon, 17 Dec 2007 16:02:03 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

I have a 30-year old can of GE Glyptal that is more or less colorless. I 
used it to glue KBr salt plates to 10-cm gas IR cells. The cured material 
dissolves in benzene or toluene.

arni, W5SRO 

------------------------------
Message-ID: <00df01c840f9$3a8b4820$0502a8c0@Belkin>
From: "Brian A Clarke" <brianclarke01@optusnet.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: News Article - The Transistor Turns 60
Date: Tue, 18 Dec 2007 09:07:33 +1100
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Jerry,

We have just had the same mis-information plastered 
over one of the local amateur-radio-related sites in Australia.

The first transistor was invented by Julius Lilienfeld in 
about 1925. It was a form of MOSFET.

Why anyone should want to remember Shockley is a 
mystery. The main work in developing the point-contact 
BJT was by Bardeen and Brattain, who in fact made the 
patent application.

73 de Brian, VK2GCE.

------------------------------
Message-ID: <001a01c840fd$293a76a0$6da0480c@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Thread locking question
Date: Mon, 17 Dec 2007 14:35:29 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Yuck!

Locite is the registered name of the products the company has made for many
years that many folks think of in generic terms as "lock tight."  There are
several grades from permanent locking (the hardware breaks before you can
free it) to releasable grade where with careful application of torque the
hardware will come free.  Loctite 2xx series thead lockers are the
traditional products used by industry.  For a list of Loctite threadlockers
see:
>>http://www.henkelna.com/cps/rde/xchg/henkel_us/hs.xsl/6125_USE_HTML.htm<<

"Glyptol" is a rubric for a number of products that are apparently derived
from similar formulations, some air dried, some baked to cure.  Vacuum
equipment sealing, engine block sealing, hardware fixative, motor winding
fixative, clear or red electrical insulating varnish, and whatever else it's
good for.  GC Electronics markets red (the red comes from the iron oxide
which enhances insulating and mechanical properties) insulating varnish in
small bottles, the stuff many refer to as "red glyptol."

Over time red glyptol of the type electronikers are familiar with cures to a
hardness that makes it difficult to remove either by mechanical means or by
disolving.  Acetone slowly softens most occurances of red glyptol but don't
bet on it being easy to remove on ancient equipment.

Someone mentioned finger nail polish as a thread locker.  It works
reasonably well for protecting hardware from vibration loosening as long is
rotational forces are nil and is easily disolved with acetone.  Its weakness
is its susceptability to being disolved by lubricants.

Cyano-acrylate "super" glues make good thread lockers but are difficult to
quickly remove.  Soaking in acetone slowly softens super glues.  Other
materials that are attacked by solvents makes super glue use advisable.

Disclaimer:  I don't know or owe Loctite nor do they me.

Arden Allen
KB6NAX

------------------------------
From: WA5CAB@cs.com
Message-ID: <bde.2475a3b7.34985cce@cs.com>
Date: Mon, 17 Dec 2007 18:14:22 EST
Subject: Re: Thread locking question
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_bde.2475a3b7.34985cce_boundary"


--part1_bde.2475a3b7.34985cce_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

In green, it was most commonly used as a solder joint QC indicator (that the 
joint had been inspected).  In black, it was used on external screw heads, 
expecially when the equipment was black and the screws were black oxide finished. 
 A.R.C and WECo used it externally on the DM-32-A, DM-33-A and their ATA/ARA 
and AN/ARC-5 equivalents.

In a message dated 12/17/2007 3:18:42 PM Central Standard Time, W7QHO@aol.com 
writes: 
> >IIRC, Glyptal only came in red and is used as a high voltage insulator.
> >See http://www.caswellplating.com/aids/glyptal.html
> >
> 
> Maybe now, not back then (WW2 era).
> 

Robert & Susan Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)
   

--part1_bde.2475a3b7.34985cce_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_bde.2475a3b7.34985cce_boundary--

------------------------------
From: WA5CAB@cs.com
Message-ID: <c0e.1e548311.34986491@cs.com>
Date: Mon, 17 Dec 2007 18:47:29 EST
Subject: Re: Thread locking question
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_c0e.1e548311.34986491_boundary"


--part1_c0e.1e548311.34986491_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

The main reason I use the red on screw heads instead of Loctite on the 
threads is that it maintains the original appearance.  If that's important to the 
buyer, he's happy.  And if it isn't, it doesn't hurt anything.

In a message dated 12/17/2007 4:38:49 PM Central Standard Time, 
gumbear@pacbell.net writes: 
> Someone mentioned finger nail polish as a thread locker.  It works
> reasonably well for protecting hardware from vibration loosening as long is
> rotational forces are nil and is easily disolved with acetone.  Its weakness
> is its susceptability to being disolved by lubricants.

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)
   

--part1_c0e.1e548311.34986491_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_c0e.1e548311.34986491_boundary--

------------------------------
Message-Id: <6.2.1.2.2.20071217190415.03809030@pop-server.nc.rr.com>
Date: Mon, 17 Dec 2007 19:05:41 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Feet
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

If you're looking for Boatanchor-sized rubber replacement feet for your BA, 
All Electronics has some nice ones...1.4" diameter rubber, with brass 
insert for only 0.45 each.

Two thumbs up (All always has some interesting goodies to make up a full 
order!)

John K5MO

------------------------------
Message-Id: <3.0.6.32.20071217161809.00b077c8@pop3.dccnet.com>
Date: Mon, 17 Dec 2007 16:18:09 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ralph Parker <rparker@dccnet.com>
Subject: Re: Transistor Turns 60
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>The transistor is 60 years old today!

And I STILL don't understand them!!!

VE7XF

------------------------------
Message-ID: <a913924b0712171620s51ac1e7fi72928fd42777f78a@mail.gmail.com>
Date: Mon, 17 Dec 2007 19:20:48 -0500
From: "Chuck Grandgent" <chuck@chuckg.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Transistor Turns 60
Cc: "Old Tube Radios" <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; 
	boundary="----=_Part_10340_22063984.1197937248670"

------=_Part_10340_22063984.1197937248670
Content-Type: text/plain; charset=UTF-8
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

I don't either.  When I got my license there was NO sand-state stuff on the
test.

I do remember when the FET came out (MPF-102 ?) I said to myself "alright, a
HIGH-IMPEDANCE device I can relate to !"

   Chuck, K1OM

On Dec 17, 2007 7:18 PM, Ralph Parker <rparker@dccnet.com> wrote:

> >The transistor is 60 years old today!
>
> And I STILL don't understand them!!!
>
> VE7XF
>
>

------=_Part_10340_22063984.1197937248670
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Randy, licensee of newly authorized coast station WFT in Florida, has written to say he has obtained a MF transmitter for his station.

Rene Steigler of WLO has provided an ITT/Mackay Main Transmitter Type 2012C Mod 2, along with an Antenna Transfer Switch Type MR-761-19 Mod 2, an Auto Alarm 5003C Mod 2A, and Jack Panel MR 411-3A.  All this was supplied free of cost to Randy, which is just the kind of generous gesture that's typical of Rene.

Photos of the equipment may be seen at:

http://s199.photobucket.com/albums/aa270/RandyCOG3/

I'm sure we all wish Randy the very best of luck in getting his station on the air. 

VY 73,

RD




=================================
Richard Dillman, W6AWO
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================
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Interesting to note that the 60th anniversary of the
historic work by Bardeen and Brattain coincides with the
50th anniversary of the pioneering work at Fairchild that
allowed the practical production of planar transistors which 
in turn
opened the door to reliable mass produced integrated
circuits:

http://www.spectrum.ieee.org/print/5729

73 Chas W3KC 
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From: John Sehring <wb0eq@yahoo.com>
Subject: Transistor (wash my mouth out!) anniversary
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(This was forwarded to me by a friend who got if from
Jerry Proc.)
===========================================

The transistor is 60 years old today! If you are
interested in seeing what early transistors looked
like, check out the following website. It has a lot of
excellent photos of early experimental and production
transistors.
 

http://users.arczip.com/rmcgarra2/index.html


Fortunately, transistors have been more useful than
were forecast in the Oct 1948 issue of QST, which
stated "It doesn't appear that there will be much 
use made of Transistors in amateur work, unless it is
in portable and/or compact audio amplifiers. The noise
figure is said to be poor, compared to that obtainable
with vacuum tubes, and this fact may limit the
usefulness in some amateur applications. These clever
little devices are well worth keeping an eye on."


Regards,
Jerry Proc VE3FAB
E-mail: jerry.proc@sympatico.ca
Web: http://jproc.ca 
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